tesa 4579


Bidirectional filament tape�
�
�
�
�
Product Description/


Application:


�tesa 4579 is a bidirectional filament tape based on a polypropylene film laminated to glass filaments. tesa 4579 has a good longitudinal and transverse tensile strength.
































�Ideal applications include bundling and strapping heavy goods, securing pallets and reinforcing of shipping cartons.





The product is especially recommended for closure of shipping cartons, which are exposed to shocks during transport.




















�
Dimensions:�
Lengths�
Widths�
�
�
50 m�
15, 19, 25, 50, 60 mm�
�
	Other dimensions on enquiry.











Technical Data:


(mean values)


Backing�
Colour�
Total thickness1)�
Tensile strength1)�
Elongation�at break1)�
Adhesion/�steel1)�
�
PP�
transparent�
155 µm�
575 N/25 mm�
10 %�
20 N/25 mm�
�
1) Parameters of the specification	3582 - 05/96


product information





BDFllll


Beiersdorf AG


Unnastraße 48


D-20245 Hamburg


Telephone (040) 569 3360


Telefax Gr. 3 (040) 569 6113�
tesa self-adhesive tapes  are used successfully in many sectors to solve a variety of problems. Our publications contain numerous examples of such uses, intended to help towards a solution of your particular problems. Each tesa product has been developed for a particular range of applications. Nevertheless, experience has shown that even for one and the same objective, the exact requirements may differ from case to case. We, therefore, recommend that you carry out your own tests  in each case, to confirm that the tesa self-adhesive tape which you envisage using is appropriate for your particular application. The Advisory Section of our Technical Service Department will be happy to assist. All information and recommendations are given by us in good faith, on the basis of practical experience, but without warranty.�
�












