tesa 4952


Double Sided Self Adhesive Foam Tape with High Resistance


to Humidity�
�
�
�
�
Product Description/


Application:


�tesa 4952 is a double-sided tape consisting of a PE foam carrier and an acrylic adhesive mass. The tape is white and has a brown paper liner.





tesa 4952 has a high shear resistance and is largely resistant to humidity.




















�Applications:


fixing of mirrors in humid rooms


fixing of window bars


fixing of car mirrors


self-adhesive mounting of cable clips and cable covers














�
Dimensions:�
Stock items�
�
�
Length: 	50 m�
Widths: 	9, 12 mm�
�
	Other dimensions on enquiry.











Technical Data:


(mean values)


Backing�
Adhesive�
Thickness1)�
Colour�
Adhesion/steel1)�
�
PE-foam�
mod. acrylic�
1,2 mm�
white�
( 12,5 N/25 mm�
�
1) Parameters of the specification
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product information





BDFllll


Beiersdorf AG


Unnastraße 48


D-20245 Hamburg


Telephone (040) 569 3360


Telefax Gr. 3 (040) 569 6113�
tesa self-adhesive tapes  are used successfully in many sectors to solve a variety of problems. Our publications contain numerous examples of such uses, intended to help towards a solution of your particular problems. Each tesa product has been developed for a particular range of applications. Nevertheless, experience has shown that even for one and the same objective, the exact requirements may differ from case to case. We, therefore, recommend that you carry out your own tests  in each case, to confirm that the tesa self-adhesive tape which you envisage using is appropriate for your particular application. The Advisory Section of our Technical Service Department will be happy to assist. All information and recommendations are given by us in good faith, on the basis of practical experience, but without warranty.�
�












